
PS 588 9PS 588 NOV 018

Here’s what

you need to

make up the

Bendix and

Douglas kits.  

Electrical tool kit,

NSN 5180-00-876-9336,

brings you all the

tools you need to

install Bendix and

Douglas electrical

connectors.

But it does

not bring the

connectors

themselves.

You can order

the entire kits,

but don’t

unless you need

every type of

connector listed. 

Bendix Kit, NSN 5999-00-570-1380

Bushing, rubber: 30° chamfer

NSN
5365-00- 
641-8645
514-4455
514-4457
514-4454
514-4456

ID
(inches)

0.495
0.620
0.682
0.745
0.932

OD
(inches)

Length
(inches) 

0.715
1.057
1.057
1.057
1.370

0.481
0.717
0.697
0.633
0.684

Retainer, packing: 30° countersink

NSN

5330-00-514-4461
5330-00-514-4460
5310-00-771-6716
5330-00-514-4459
5330-00-514-4458 

ID
(inches)

.516

.641

.703

.766

.953

OD
(inches)

0.710
1.052
1.052 
1.052 
1.365

Connector, electrical: solder, female

NSN 5999-00- 
771-6523
771-6525
771-6527

Size Length (inches) 
0
4
8

1.750
1.438
1.438

Gasket: square, 1⁄32-in rubber

593-6442
641-4338
543-6849
641-4336

OD (inch)
3⁄4
7⁄8
1

1 3⁄8

1 3⁄32

1 3⁄16

1 9⁄32

1 5⁄8

Connector, electrical: solderless, female

NSN 5999-00- 
636-6876
752-7648
259-3143

Size Length (inches) 
12
16
16

1.438
1.047
1.438

Connector, electrical: solder, male

NSN 5999-00- 
368-4852
771-6524
771-6526

Size Length (inches) 
0
4
8

1.750
1.438
1.438

Connector, electrical: solderless, male

NSN 5999-00- 
752-7655
758-7651
752-7649
491-8194

Size Length (inches) 
12
16
16
16

1.438
1.047
1.047
1.250Bushing, rubber: flanged

NSN

5365-00-772-2343
5340-00-752-7630
5365-00-559-0283
5365-00-752-7628
5365-00-772-2323
5325-00-338-1274
5365-00-772-2322
5365-00-090-5426 

#
holes

1
1
3
4
6
3
8

12

OD
(inches)

0.375
0.625
0.625
0.625
1.000
1.000
1.000
1.240

ID (inch)NSN 5330-00- 
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Just

order the

ones you

need.

Nut, bushing, retainer

5935-00-333-3088
5935-00-772-3307
5935-00-333-9414
5310-00-393-6685

5⁄8-24 NEF-2 x 15⁄16

7⁄8-20 NEF-2 x 15⁄16

11⁄4-18 NEF-2 x 1
15⁄8-18 NEF-2 x 1

DescriptionNSN

Nut, coupling, electrical conduit: hex

Washer, spring tension: curved

752-7639

752-7640

595-7486

771-6722

1⁄4-in screw size (17⁄64-in ID,
7⁄16-in OD), 4 leaves

1⁄2-in screw size (33⁄64-in ID,
21⁄32-in OD), 2 leaves

3⁄4-in screw size 
(49⁄64-in ID, 1-in OD)

7⁄8-in screw size
(15⁄16-in ID, 115⁄16-in OD)

DescriptionNSN 5310-00-

Bushing

1⁄2-in long, 5⁄16-in wide
(for two 16 AWG wires)

1⁄2-in long, 5⁄16-in wide
(for two 14 AWG wires)

DescriptionNSN

Silicone compound,
2-oz tube,
NSN 6850-00-177-5094

Cutting oil,
2-oz bottle
NSN 9150-00-234-5198

Splice connector:
Y-type,
NSN 5935-00-501-7177

Douglas Kit, NSN 5999-00-570-1060

5975-00-614-9460

5975-00-614-9458

Contact, electrical

12
14
16

For AWG wireNSN 5999-00-
925-6495
057-2929
926-3144

Shell, electrical: male

For male, waterproof,
Y-type, 3-conductor
assembly (mates with shell,
NSN 5935-00-201-8143)
For male, waterproof,
straight, 2-conductor
assembly (mates with shell,
NSN 5935-00-768-7042)

DescriptionNSN 5935-00-

030-1563

300-9909

Shell, electrical: female

For female, waterproof, Y-type,
3-conductor assembly (mates with shell)
NSN 5935-00-030-1563
For female, waterproof, straight,
2-conductor assembly (mates with shell)
NSN 5935-00-300-9909

DescriptionNSN 5935-00-

201-8143

768-7042
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Methyl ethyl ketone,
3-oz bottle
NSN 6810-00-264-8983

522-7125
752-7644
697-7769
697-7860
771-6634

3⁄4-20 NEF-2 x 45⁄64-in thick
7⁄8-20 NEF-2 x 1⁄2-in thick
1-20 NEF-2 x 45⁄64-in thick

13⁄8-18 NEF-2 x 45⁄64-in thick
13⁄4-18 NEF-2 x 25⁄32-in thick

DescriptionNSN 5975-00-
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